Order form

Cylinder test for geotextile protection to EA 2006 guidelines 


Please complete all sections in block capitals and black ink then 
mail or fax to Geofabrics Limited.
Alternatively, e-mail to cylindertests@geofabrics.com.

One 50kg stone sample is required for each cylinder test.  A re-test or test with another grade of geotextile will require a fresh sample of the same stone.
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Note:  Health & Safety restrictions mean that bags of stone should not exceed 20kg.  The 50kg stone sample should be split into three separate bags with neither one exceeding 20kg.


Job Ref:

Drainage stone:Type (e.g. semi-rounded limestone):



Size (e.g. 10 to 20mm grading):



Source (quarry name):



Quantity (min 40kg):


Liner:Type (manufacturer & grade):



Thickness (usually 2mm):



Polymer type (usually HDPE):


Loadings:Depth of waste (m):



Waste density (kg/m3):



Depth of cover (m):



Cover density (kg/m3):


Test period:usually 100hrs @200C
100hrs @200C
1000hrs @200C
1000hrs @400C

GEOfabrics' protector required (e.g. HP17)?

Other liner system components (e.g. GCL, drainage geocomposite):


Please sketch layering here:

Other relevant conditions:

Signed:

On behalf of:


Print name:

Contact name:


Order No:

Contact telephone:


Date:

Contact e-mail:


Geofabrics Limited, Skelton Grange Rd, Stourton, Leeds LS10 1RZ

Tel: 0113 202 5678          Fax: 0113 202 5655



















Issued by:  Clare Hepworth
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